




Sliding Glass Doors 

























































OXXO Exterior Sliding Door opens to 
the terrace and garden. 


A house at home with nature 


Spacious . . . casual . . . more livable. That’s the new pattern for informal 
living which sliding glass doors will add to the home you’re planning to 
build or remodel. 


With modern Fleetlite Sliding Glass Doors, your indoor and outdoor living 
areas are integrated to create a seemingly uninterrupted flow of space. 

Actual floor limits appear to be extended as you frame a pleasant garden t; 

setting or open your home to terrace, sunshine and view. 4! 

Fleetlite offers a complete line of sliding doors and complementary fixed fi 

sash for every architectural application. Exterior doors with the exclusive 
“J'' design threshold are specially engineered to permit easy access to 
terrace, porch or patio while providing complete protection against wind¬ 
blown rain and melting snow. These doors are designed for full inch insu- 
lating glass and the protection it affords against heat and cold but may be 
adapted to plate glass when used in sheltered installations. As sliding par¬ 
titions within the home, Fleetlite Interior and Wall Pocket sliding doors 

add a light and airy look of spaciousness while effectively reducing noise ^ % 

and blocking air infiltration. Cry 


























Beautiful coastal installation of Exterior 
Sliding Doors stops drifting sand and 
hurricane force winds and rain. 


Advanced engineering and design make the Fleetlite Ex¬ 
terior Sliding Glass Door the only unit which can provide 
the positive protection required in northern climates. 

Most sliding doors employ a bottom roller and track ar¬ 
rangement with a conventional flat sill protected only by a 
flexible mohair brush. This is adequate for temperate cli¬ 
mates but it is not designed to withstand high winds and 
driving rains. 

In contrast, Fleetlite Exterior Doors offer amazing all- 
weather security. An exclusive sill design consists of two 
full length sections with multiple weep holes for automatic 
water drainage ... an adjustable weather sweep to block 
dirt, sand and air infiltration . . . and a special interlock- 
ing “J” design vent rail with an inverted sill cap and 
double weatherstripping. In recent tests, this sill arrange¬ 
ment not only kept air infiltration to a minimum but com¬ 
pletely stopped simulated hurricane-force rains at wind 
velocities up to 100 mph. 

In additional tests, the strength and durability of the top- 
hung suspension system was proved under weights far in 
excess of even the largest lites of insulating glass. Track 
and rollers were operated through more than 100,000 open¬ 
ing and closing cycles with no sign of wear—the equivalent 
of a lifetime of normal use. 
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Weather is no problem 


While extensive areas of glass add visual spaciousness and 
beauty to the modern home, such open planning often 
leads to weather problems—problems of water and air infil¬ 
tration, of serious damage to costly carpets and fine floors. 
With the Fleetlite Exterior Sliding Glass Door, weather is 
no problem for this door has been especially designed for 
use under the most rigorous climatic conditions. 



OVERHEAD TRACK 

Top-hung design protects rollers and 
adjustable track from water or dirt, 
freezing or clogging. Sliding panels 
glide on steel ball bearing rollers in 
channel type double weatherstripping. 
Track also carries full size Fiberglas 
sliding screen. 



TWIN-SEAL INTERLOCK 

Double side-contact wool pile between 
the fixed and sliding panels forms a 
tight, interlocking seal and cushions 
against rattles. Air, water or wind¬ 
blown dirt and dust cannot infiltrate. 
Entire door perimeter is double weath- 
erstripped. 



EXTERIOR DOUBLE SILL 

Double sill combines water drainage 
weep holes, inverted sill cap, interlock¬ 
ing “J” design vent rail and double 
weatherstripping to stop even hurri¬ 
cane-force rains and melting snow. 
Sloping threshold eliminates dirt traps, 
reduces cleaning. 



LUXURY LOOK CUSTOM HARDWARE 

Standard handle of extruded aluminum has satin-like lustrous finish. Deluxe 
handle features beautiful clear Lucite grip in smartly flared design. All doors 
have a manually operated lock which can be engaged only from the inside. 
Exterior cylinder key lock available at extra cost. 
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Fleetlite Exterior Sliding Glass Door 
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CONSTRUCTION DETAILS 


Kale 3"=r0' 




Solid Masonry 


Frame 


Brick Veneer 
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Fashion within the home 



Pocket doors recess into the wall. 


For the homeowner seeking the unusual yet functional in 
decorating ideas, Fleetlite offers a complete line of Interior 
and Wall Pocket Sliding Glass Doors for use as partition¬ 
ing between rooms. These doors dress up any room with 
that look of added spaciousness and light yet, when closed, 
effectively reduce noise from adjoining rooms and check 
air infiltration. 

Both the Interior and Pocket Doors are top-hung for silent, 
smooth operation and have a new flat sill which is level 
with the floor. Sliding panels of the Pocket Door recess into 
the wall for a maximum width opening. 

Fleetlite Interior and Pocket Doors may be glazed with 
quarter inch plate or patterned glass or, if used in pro¬ 
tected exterior locations, with full inch insulating glass. 
The Interior Door is available in the same sizes and styles 
as the standard exterior door; the Pocket Door in the same 
sizes as the OX, XO and OXXO style doors. 


INTERIOR FLAT SILL 

For Interior or Pocket Sliding Doors 
used within the home, a new flat sill 
which is level with the floor. Contin¬ 
uous sill weatherseal and double 
weatherstripping at the header and 
vent perimeter added if flat sill door 
is installed in protected exterior loca¬ 
tions. 




INTERIOR SLIDING DOOR 

scale 3"=1'0" 


Frame 




FIXED 

JAMB 




Interior Sliding Door separates living area 
and family room. 


CONSTRUCTION DETAILS 



























































































































Matching Fixed Sash 


Glass walls of any desired length now are practical with 
the development of an improved Fleetlite Matching 
Fixed Sash. Unique sill arrangements provide matching, 
glass size and sight lines as well as automatic water drain¬ 
age in exterior applications or unusually trim lines for 
interior partition use. Self mulling design assures greater 
strength. Sash may be glazed with plate, insu¬ 
lating or 1" insulating glass. 


UlLlUi... 


Glass area is extended across an entire 
wall with four Fixed Sash and a Sliding 
Door. 




© 



SELF MULLING FOR 
TRANSOMS OR JAMBS 

Fixed Sash mulled together in transom 
arrangement or at jambs have box 
type construction for increased rigidity 
and strength. Self mulling means slim 
sight lines. 




(D 


When Fixed Sash is used as a 
transom over a sliding door, the 
sash is mulled directly to the 
door header. This increases the 
rigidity of the header and re¬ 
duces sight lines. 


Used with Fixed Sash when, 
large glass area extends around 
a 90° corner. Corner Mullion 
encases a load bearing column. 


STRUCTURAL 

MULLION 



Cross section of structural mul¬ 
lion used when multiple Fixed 
Sash require additional struc¬ 
tural support. Mullion encases 
a load bearing column. 


Self mulling jambs of Fixed 
Sash and Sliding Door form 
box construction for maximum 
rigidity. Overlap of s/g" provides 
exceptionally trim lines. 
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Frame Height 
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Fixed Sash Sills 


MODEL R SILL 

Fixed Sash with adapter takes same 
glass size and sight lines as adjacent 
sliding door. Weep holes and pan pro¬ 
vide automatic water drainage. 



MODEL S SILL 

The Model S sill has weep holes and 
pan for water drainage. Recommended 
when Fixed Sash is used in exterior 
locations where glass sight lines are 
not important. No adapter. 


flNtULATIM 

•LAM 




MODEL T SILL 


Fixed Sash sill without adapter or weep 
pan. For interior use where sight lines 
are not important and moisture is no 
problem. When glass adapter is de¬ 
sired with interior sash, use Model R 
sill. 
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All views from outside looking in. 


DOOR STYLES 



STANDARD DOOR SIZES 


FIXED SASH SIZES 


SPECIFICATIONS 


To accommodate standard (stock) Thermopane or 
Twindow 1" insulating glass or plate glass. 


CATALOG 

NUMBER 

FRAME SIZE 
Width Height 

ACTUAL 
GLASS SIZE 

ROUGH OPENING 
Width Height 

0X3376% 

0X4576% 

0X5776% 

6' x6'10%" 

8' x6'10%" 

10' x6'10%" 

33"x76%" 

45"x76%" 

57"x76%" 

6' 0’/2"x6'1 1 !4" 
8' 0»/2"x6'11%" 
10' 0'/2"x6'11%" 

X03376% 

X04576% 

X05776% 

6' x6'10%" 

8' x6'10%" 

10' x6'10%" 

33"x76%" 

45"x76%" 

57"x7634" 

6' 0>/2"x6'11%" 
8' 0’/2"x6'1114" 
10' 0’/2"x6'11%" 

0X03376% 

0X04576% 

0X05776% 

9' x6'10%" 

12' x6'10%" 

15' x6'10%" 

33"x76%" 

45"x76%" 

57"x76%" 

9' 0'/2"x 6'11%" 
12' Oy'2"x6'll%" 
15' 0'/2 "x6'11%" 

0XX03376% 

0XX04576% 

0XX05776% 

iril" x6'10%" 
15'11" x6'10%" 

19'11" x6'10%" 

33"x76%" 

45"x76%" 

57"x76%" 

11'11'/2"x6'11!4" 

15'11!/2"x6'11%" 

19'11'/2"x6'11%" 

OOX33763^ 

OOX45763^ 

OOX57763^ 

8'10y8"x6'10%" 

1 l'10%"x6'10%" 
14'10%"x6'10%" 

33"x763i»" 

45"x763^" 

57"x763^" 

8'10y8"x6'll%" 

ii'ioy8"x6'ii!4" 

14'10y8"x6'll%" 

X003376% 

X004576% 

X005776% 

8'10%"x6'10%" 

1 l'10%"x6'10%" 
14'10%"x6'10%" 

33"x763^" 

45"x763A" 

57"x7634" 

8'loy8"x6'l 114" 
ii'ioy8"x6'ii%" 
14'loy8"x6'll%" 

XOOX3376% 

XOOX4576% 

XOOX5776% 

11' 8y8"x6'10%" 
15' 8y8"x6'10%" 
19' 8y8"x6'10%" 

33"x763A" 

45"x763^" 

57"x763^" 

11' 93/8"x6'11%" 
15' 93/8"x6'11!4" 
19' 93/8"x6'11%" 


To accommodate plate glass or non-standard full 
inch Thermopane or Twindow insulating glass. 


CATALOG 

NUMBER 

FRAME SIZE 
Width Height 

ACTUAL 
GLASS SIZE 

ROUGH OPENING 
Width Height 

X20337634 

8'9" X 6'1034" 

Vent 33"x76%" 
Fixed 66"x76%" 

8'9y2"x6'll%" 

X20457634 

11'9" X 6'1034" 

Vent 45"x76%" 
Fixed 90"x7634" 

11'9>/2"x6'11%" 

X20577634 

14'9" X 6'1034" 

Vent 57"x7634" 
Fixed 114"x76%" 

14'9y2"x6'llV4" 

20X337634 

8'9" X 6'1034" 

Vent 33"x76%" 
Fixed 66"x76%" 

8'9y2"x6'llV4" 

20X457634 

11'9" X 6'1034" 

Vent 45"x76%" 
Fixed 90"x7634" 
Vent 57"x7634" 
Fixed 114 "x7634" 

Il'9y2"x6'll!4" 

20X577634 

14'9" X 6'1034" 

14'9y2"x6'll%" 

X20X337634 

ll'7’A"x6'1034" 

Vents 33"x76%" 
Fixed 66 "x7634" 

11'8" x6'll!4" 

X20X457634 

15'7y2"x6'1034" 

Vents 45"x76%" 
Fixed 90 "x7634" 

15'8" x6'11V4" 

X20X577634 

19'7y2"x6'1034" 

Vents 57 "x 7634" 
Fixed 114"x76%" 

19'8" x6'll!4" 


FORMULA FOR COMPUTING SPECIAL SIZE SLIDING DOORS 

OX & XO frame width = 2 X glass width -H 6" 

0X0 frame width = 3 X glass width -h 9'' 

OXXO frame width = 4 X glass width + 11" 

OOX & XOO frame width = 3 X glass width + 7^^" 

XOOX frame width = 4 X glass width + 8J^" 

X20 8c. 20X frame width = total glass width +6" 

X20X frame width = total glass width + 7^" 

PX, XP & PXXP Pocket Door frame width = same frame 
width as OX, XO 8c OXXO style doors. 

Rough opening width = frame width + 3^" 

Frame height = glass height + 6" (all door styles) 

Rough opening height = frame height + 

SLIDING GLASS DOORS ADDED TO FIXED SASH 

D — I I zg 

_ .-I.—w.——»«—► ■* •• •- 

(-ROUOM OffNIMO- i 

An economical and practical method of expanding room glass 
area is to join Fixed Sash to Fleetlite Sliding Glass Doors. The 
same height glass is used as in the doors. 


FLEET OF AMERICA, INC. 

2015 Walden Avenue • Buffalo 25, N. Y. 


Catalot Fixed Sash “£siV 

NiimhM Width Glass Size Glass Size 

Numoer wiatn widths Height Widths Height 

FS337634 

36' 

33'x 7634' 

33 ' X 79% ' 

2FS337634 

7034' 

33'x 7634' 

33 ' X 79% ' 

3FS337634 

10434' 

33'x 7634' 

33 ' X 79% ' 

4FS337634 

1391/8 ' 

33'x76%' 

33'x79%' 

FS457634 

48' 

45'x 7634' 

45 ' X 79% ' 

2FS457634 

94y8' 

45'x 7634' 

45'x79%' 

3FS457634 

14034 ' 

45 ' X 7634 ' 

45'x79%' 

4FS457634 

1 871/8' 

45'x76%' 

45' X 79% ' 

FS577634 

60' 

57'x 7634' 

57 ' X 79% ' 

2FS577634 

11834' 

57'x 7634' 

57' x79%' 

3FS577634 

176%' 

57'x76%' 

57'x79%' 

4FS577634 

2351/8 ' 

57'x76%' 

57'x79%' 


FORMULA FOR COMBINING DOORS 
AND FIXED SASH 

To obtain R.O. in width for any com¬ 
bination, add fixed sash frame widths, 
sliding door frame widths, mullion di¬ 
mensions and end clearances as applica¬ 
ble. Fixed sash frame widths (2FS, 3FS, 
4FS) = total glass width-1-3" +number 
of muntins (1^"). End clearances and 
mullion dimensions are charted below. 


END CLEARANCES 

Sliding Door 

Adjacent to wall 

Va" 

Fixed Sash 

Adjacent to wall 

V4" 


Mullion Dimensions 

Structural 

Standard 

Sliding Door mulled 
to Sliding Door 

4’/2" 

1 " 

Sliding Door mulled 
to Fixed Sash 

4" 

minus 

ye" 

Fixed Sash mulled 
to Fixed Sash 

3%6" 

0" 


NOTE: When structural mullions are to be used, 
specify on order if fixed sash is to be 
mulled to the left or right of door from 
outside looking in. 

ORDERING INSTRUCTIONS 

All orders must specify glass to be used 
— Va " plate or 1 " Insulating gloss. Cata-, 
log numbers refer to standard exterior 
doors with inverted sill. Following items, 
if required, must be specified on order: 
Deluxe Lucite Handle Screen 

Cylinder Key Lock Anodixing 

Flat Sill as substitute for inverted sill 

See Sweet's or write for information on 
Fleetlite Aluminum Double-hung or Hori¬ 
zontal Sliding Windows, Jalousie Win¬ 
dows and Doors, Sliding Mirror Doors. 


GENERAL: Sliding Aluminum framed doors 
on plans shall be FLEETLITE Sliding Doors as 
manufactured by FLEET OF AMERICA, INC., 
2015 Walden Ave., Buffalo 25, New York. 

MATERIALS & CONSTRUCTION: All 

sections shall be 6063S-T5 tempered heavy- 
gauge aluminum shapes with all joints accu¬ 
rately machined to insure a perfect fit. Head, sill 
and jamb sections shall provide a caulking 
pocket and brick or shingle stop on the exterior 
side and a plaster return flange on the interior 
side. 


All sash shall be top hung to protect the rollers 
and track from water and dirt and to provide a 
flush sill design. Each sliding panel will roll on 
two grease packed steel ball bearing rollers. Ex¬ 
terior door sill frame shall consist of two full 
length sections to provide drainage through 
weep holes in the top sill. Durable rubber bump¬ 
ers shall be attached to the frame jambs. Frame 
design shall allow convenient installation and 
removal of sash and screens at any time. 

CUSTOM HARDWARE: Handle shall be 
of satin-like extruded aluminum finish. Clear 
Lucite pull-bar at extra cost. 

Sliding doors shall have interior manually oper¬ 
ated lock which can be engaged only from inside 
to prevent accidental lockout. Exterior cylinder 
lock available at extra cost. 




WEATHERSTRIPPING: Door shall be 
double weatherstripped around entire perimeter 
of vent opening with finest quality wool pile 
weatherseal. Exterior door sill shall have chan¬ 
nel type pile weatherseal in inverted sill cap to 
positively prevent entrance of blowing water or 
melted snow in case of snow build-up around 
door sill. 

FINISH: All exposed aluminum shall have a , 
bright smooth finish, free from defects. Alumi- ^ 
liting shall be done at additional cost when ' | 
specified. All surfaces in contact with masonry 
or ferrous materials shall be given a coating of 
heavy zinc chromate primer or asphalt base 
paint by installer. 

ERECTION: Erection shall be done by others 
under separate contract arrangement. Erect doors 
in prepared openings according to manufac¬ 
turer’s drawings. All installation screws to be 
supplied by the manufacturer. 

GLAZING: Glazing shall be done by others 
under a separate contract. Glazing shall be 
done in accordance with the manufacturer’s 
instructions. 

SCREENS: Screens shall be made from alumi¬ 
num extrusions of tubular box type section with 
top mounted nylon ball bearing rollers and fitted 
with Fiberglass screening secured with Vinyl 
spline. Screens shall be top hung in integral 
header track to protect rollers from dirt. 
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